Alumi Match
#16-50 Bronze

Alumi Match bronze is a professional grade touch-up paint that matches the color of structural aluminum. Resists fading and dries fast, which allows you to touch up scratches after installation to maintain that brand new look. **Not for anodized aluminum.**

---

**Suggested Uses:**
- Metal window frames and doors
- Gutters and flashing
- Paint over gold and brass fixtures for a more modern look
- Primed wood/plastic/fiberglass
- Automotive parts

---

**Packaging:**
- UPC Code: 043281000055
- Cans per case: 6
- Shipping weight per case: 7 lbs.
- Container: 16 fluid ounce can
- Label weight: 12 ounces (340 grams)
- Shipping Classification: Consumer Commodity ORM-D, UN 1950
- Hazard Class: 2.1

---

**Properties:**
- Coverage: Up to 15 square feet
- Cleanup: Lacquer thinner/paint thinner
- Flammability: Extremely Flammable
- Flash point: -4F
- Specific Gravity: 0.80
- Solids Content: 17%
- MIR value: 0.92, cannot exceed 0.95
- Storage Temperature: 40-100°F
- Application Temperature: 50-90°F
- Abrasion Resistance: Good
- Gasoline Resistance: No
- Heat Resistance: 250°F
- Resin System: Acrylic lacquer
- Shelf life: Guaranteed for 2 years
- Food contact rating: No

---

**Dry Time***:
- To touch: 5 minutes
- To topcoat: 20 minutes
- Hard Cure: 12-24 hours

*At 72°F, 50% humidity, 1.5 mil thickness

**Curing/Recoat time is extended with multiple coats and excessively thick coats**

**Gloss***: Low luster, 10-20

*as measured on a 60 degree gloss meter

---

12-20-2019